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PRICES ARE F.O.B. LIMA, OH 
ALLOW FOR SHIPPING CHARGES! 


ITEMS OVER 70 LBS. SHIPPED 
MOTOR FREIGHT COLLECT 


INCLUDE PAYMENT IN FULL 
USE YOUR VISA OR MASTERCARD 


AIRCRAFT SEXTANT 


AIRCRAFT SEXTANT w/PERISCOPE, used in 
larger aircraft to determine night- 
flight position relative to the 
stars. Has eyepiece with cup to 
view through right angle peri- 
scope with bubble level. Controls 
increase bubble size and 
adjust lens diffuser plus 
filters red, green & polar- 
ized. Also mechanical timer, 
3-digit 100-turn counter 
dial, & transit case. Great 
experimenter/collector item! 
Requires 28 V AC-DC for lights; 
SYWxISUHx<53° Di. 23° lbs shi. 
#MS28011-1F, used w/fiberlass case, $49.50 
#MS28011-1W, used with 18"Wx9"Hx11.8"D dove- 
tailed mahogany wood case, $69.50 


EKTRONIX 465M SCOPE 


TEKTRONIX 465M (AN/ ‘Resi yolgitgcmameriall 
USM-425) OSCILLOSCOPE, onan 


militarized portable PE ps 
dual-trace unit has re- (© ; eet 
sponse DC to 100 MHz and) a i 


8x10 CM display. Deflec- | @ : : i. 
tion 5 mv to 5 V/div in “Siititte ee 
10 calibrated steps in 1-2-5 a 
sequence plus vernier. Vertical modes: TRIG 
View, 20 MHz BW, CH 1, ALT, Add, Chop, CH 2 
or X-Y. Sweep 0.05 usec to 0.5 sec/div in 22 
steps + vernier3; delay 0.05 usec to 50 msec/ 
div. Inputs: 1 Megohm, paralleled by 20 pf. 
Also X10 magnifier, adjustable handle, front 
cover and manual copy. Requires 100-132/200- 
264 V 48-440 Hz; 7x1.7x21.5, 32 lbs sh. 
Used-reparable w/trace, $350. Checked, 


_ HEWLETT-PACKARD 8640B 
f opt 323( AN/USM-323) 
_ SIGNAL GENERATOR, rug- 
| gedized military ver- 
sion of popular solid- 
state HP-8640B. Covers 
: 500 KHz to 512 MHz AM- 
FM-Pulse in ten octave ranges; to 1024 MHz 
using external freq-doubler (not available). 
Output: 0.01 uv to 2 V (-144 to +19 DBM); 
modulation 400, 1000 or 5000 Hz. Pulse freq: 
0.05-5 KHz. Resolution 10 Hz (0.5-4 MHz), 
100 Hz (4-64 MHz), 1 KHz (64-512 MHz). Has 
6-digit LED-readout & phase-lock circuitry. 
USM-323 does NOT have these resolution fea- 
tures of HP-8640B: seventh 1/2 digit, X100 
Expand, nor external input. Mounted in tran- 
sit case; w/manual copy. Requires 103-127/ 
207-242 VAC 48-440 Hz; 7.8x19.5x22.4, 70 lbs 


sh. Used-reparable, $995.00; Checked, $1250. GRA=4 LONG-W!1 RE KIT 


AS-277/GRA-4 LONG-WIRE 
ANTENNA KIT originally 
used in 1.5-18 MHz 100 
watt half-wave antenna 
system. Consists of 

three RL-122 long-wire 

& reels, six CG-357 coax 
lengths, one IL-4 insula- 
tor, one tape measure, 
two MX-516 halyard, two 
W-128 lead-in wire, one -_ 2 
| TN-174 tuner, and BG-102 canvas Daas Compon- 
ents described in detail below. 14x9x14, 34 
lbs sh. UNUSED, with manual, $99.50 


~ RL-122/GRA-4 LONG-WIRE, 
*150 feet of copper-tin- 
ned braid wire on reel; 
terminations each end 
allows other RL-122 to connect and increase 
antenna length. 12.5x4.3x2, 4 lbs. $17.95 


CG-357 COAX CABLE, 50' RG-59A coax w/ N con- 
nectors UG-602 (f) & UG-602 (m)3 at, ahha ie 


IL-4/GRA-4 INSULATOR, used at 
center of doublet; has two wing 
nut terminals for wire, one N 
connection and tab for guy hook. 
3.5x3x1,'2 Ibs., $10.00 


TAPE MEASURE, 100' stainless 
steel w/crank; 4.5" dia, 3#. $10 


-MX-516/GRA-4 HALYARD, 140' ny- 
on rope, 3/8" dia; Insulator 

and fastner one end plus free- 
floating pulley; 4 lbs sh. $9. 


W-128 LFAD-IN WIRE, 10 ft, $8.@ 


TN-174/GRA-4 ANTENNA TUNER, 
has Johnson 154-1 12-244 pf 
2 KV air capacitor to tune; 
neon bulb indicates tuned 
resonance. Also two 60" hook-up . 
wires & binding post. 4x6.5x3, 4 lbs. $18.95 


$495. 


ART-13 TRANSMITTER 


T-47/ART-13 HF TRANS- 
y MITTER, famous 2 to 
- 18 MHz 100 watt AM-CW 
-MCW set which was 
the next "step-up" 
from the ARC-5 xmit- 
: ~ ters for many post- 
ww- II and Korean War radio amateurs. Can be 
manually tuned or autotuned for 11 preset 
frequencies. W/tubes 6V6, 12SA7, 2/12SJI7, 
ZHAZSUT 2/7 Sil. S13 s83> 2/1625. Requires 
24 VDC 10 amps, 400 VDC 225 ma, 1250 VDC 250 
ma originally supplied by DY-12/17 dynamo- 
tors (not available). 23.5x16x11, 85 Ibs sh 
(UPS in 2 pkgs.) Used, $145.00 


MANUAL for ART-13, partial repro, $12.00 


‘SWR POWER METER 


ME-165/G STANDING WAVE- 
| RATIO POWER METER, de- 
signed for use with 
T-368 400 W transmitter; 
uses 12/ 600 ohm 50 W 
non-inductive resistors 
| in paralllel to provide 
| 52 ohm 600 W load with — x : 
|} SWR of 1.1:1 or less upto 30 MHz. 
Has 0-600 Watt meter, function switch Power- 
Adjust-SWR-Operate, and type N connections. 
/Flanged on back for wall mount. 1.5x9.8x9. 8, 
20 Ibs sh. UNUSED, $125. Manual repro $8.50 


MF 


100 KV. CAPACITOR 


Sa, A high voltage experiment- 
: er” s dream! A compact 5"x 
*10"x2.5" 0.01 MF 100,000 
VDC capacitor Goupeed from 
an exotic government pro- 
ject which used 100 of 

: se in series! Nov '83 date codes; 1"L #12 
| studs ends, T lbs. #KM14-1000-10, $99.50 ea 


CDA-T CRYSTAL OSCILLATOR, mounts in ART-13 
and converts four crystal channels to 200 
to 500 KHz range: less xtals. Used, $12.95 

C-87/ART-13 Control Box, 2#; unused, $12.50 

T-17 MIC, used-metal, $10.00 


AC FREQUENCY CONVERTER 


SIERRA PACIFIC 110E 1 KW 
POWER SOURCE, input 105- 
125 VAC 1 & 47-63 Hz and 
produces clean stable 
output of 115 VAC 400 Hz Pee 

1 9 1000 VA by using os- || - 
cil¥ator circuit and two (22) big 

500 VA power amps. Line 2 

regulation 0.1% max; load regulation 0.25% 
max. Band width 47-2000 Hz full power; 47- 
20000 Hz small signal. Transformer taps can 
be reconnected to allow for inputs 210-250, 
95-115, or 190-20 VAC. 110E's operable in 
parallel to add output in 1 KW increments. 
10.5x19x19, 90 lbs sh. UNUSED w/book, $995. 


PP-3929A/FLR-9 DC 

POWER SUPPLY with 

outputs -12 VDC 

8 amps and +12 VDC 

2 amps. Has 3.5" 
* dia meters 0-15 VDC 

switch for Output Select 


' ie st ‘ip on rear; mating connectors not 
vailable. Solid-state; requires 115 VAC 48- 
Hz. 4.8x19x18, 46#. Used-reparable, $35. 


$92-P37 


TRANSMITTERS 


SIZE 6 BRASS SELSYNS op- 
erate from 115/90 VAC 60 
» Hz. When used in pairs, 
“© these are large enough 
for most precision rota- 
tion and position remote 
advent iar tasks such as antenna positioning 
and similar. Control and indicator devices 
not provided. Each 7.5"Lx4.5" dia, 12 lbs 
sh. Used-checked, $25 each; $45.00 per pair 
+e eeteeeererteeertte tee tee t+ t+ 
|UNITED STATES NAVY SYNCHROS, Description and 
Operation, a copy of Publication #OP 1303 
printed April 1958; 100+ page primer about 
selsyn/synchro theory and types. $12.50 


POWER TUBES 


4CX250R, used-checked, $45 
4CX1000A/8168 EIMAC, used- 
tested, $235. UNUSED $385 
4D32 Raytheon JAN-box, $65 
826, unused JAN-boxed, $22 Laiah 
4-400A EIMAC, used “subject-to- test", $85.00 
iin oh hots elt be ea ore Ra eet) ee ee ee ea 
. ; 4X150/4CX250 SOCKET PAIR re- 
moved from xmitter; two sock- 
ets mounted on 0.9"Hx4.3"W 
x2.9"D metal chassis with. .... 
1.1"H bakelite chimneys. 2 lbs 


NICKEL-CADMIUM CELLS 


NICKEL-CADMIUM BATTERY CELLS, 

; 1.2 VDC, 1-hour amp-hour; white 

: ' poly-vinyl case with terminals & 
} ' vent on top. Marathon Battery 
4 


_.comL for 1 KW PEP HF | 
~ xmitter 5 “ee 


eh mfg. or =. USED but "chargable": 
+ tos i+ ttt tte tee eee tet + 
#5H120 , 5 amp-hr; 2.3x3.8x1, 1#. $1.50 ea 
10H120, 13 AH; 2.8x4.3x1.3, 2#. $2.50 ea 
15M220, 17 AH; 2.5x5.4x1, 2#. $3.25 ea 
24M220, 27 AH; 3.2x8.1x1, 4#. $4.50 ea 
40H100, 40 AH; 3.1x9.4x1.3, 4#. $6.00 ea 
#GE43B050A, 50 AH; 3.1x9.5x1.9, 5#. $7. ea 
teteteeeeegeeeteteeeettt t+ 
#8106, "C"-size CELL, $1.25 ea; 10 for $10. 
#10VB50, "F"-cell 12 V 500 mAH, $4.00 ea 


TRANSFORMERS "om 


#TT-6976, primary 115/ 
230 VAC 60 Hz3 second- 
ary 20 VCT 20 AMP (30 
amp intermittent); 
open-frame style. 5.5x7x3; 18 lbs. $24.00 
#TT-2302, primary 120 VAC 48-63 Hz; sec 30 
VCT 10 amps, 30 VCT 3 A. Open frame style; 
3.8x5.3x4.5, 15 lbs sh. Used, $18.95 
#M5087, pri 120 V 48-63 Hz; sec 44 VCT 11 A, 
44 VCT 3.5 A. Sealed; 4.6x6.1x4, 18#. $25. 
as Paes sl ae Be as «goes ee Peed a Cn = — o> He eS 
#M5096, pri 120 VAC 48-63 Hz; sec 2x 80 VCT ie Gig bate esate 
100 MA. Sealed; 2.3x3.5x2, 4#. Used, $5.95 | JOHNSON #122-115 or = 4X150/ Me pads 
ES we NS ee Sh SERS ir SO yates PN Mo ete ee mes 4CX250 socket with 1100 pf F 
#TMC-TF240, pri 115/230 V 50-60 Hz; sec 270 bypass and chimney; 2.3" dia. \ 
Vv 500 MA, 240 V 70 MA, 6.8 V 18 A, 2x 6.3 v | Used, $18 each; 2 for $30.00 — 
1.5 A. Sealed; 4x6.5x4.6, 20#. Unused, $16. 
++ ttt ete eeeeetee eee eeeet 
SWINGING CHOKE #M5088, 1 mH 11 amps / 5.0 mH 
1A, O07 ohms) 233x375x2,, 4) lbs. Used $7295 
SWINGING CHOKE #M5089, 1.5 mH 11 A / 3.0 mH 
1 A, 0.03 ohm; 2.3x3.5x2, 4 lbs. Used, $8. 


7 wat all © uH; also two 26 VDC SPI 
ane RE-6B 25 KV pk 25. 
relays. 7.6x16.3x9.1, 12 lbs. 


VARIABLE INDUCTORS 
with gold-plated 
4D) EXO aba, 
coils and inter 
ior wiper arms. | 
Shaft 3/4"Lx1/4" dia. 
O/a TH" Lx3.3" dia, 34. Useds 
#775-2472, approx 12 uH; 21-turns 3 
tubing-stock coil. Used, 
#775-2494, 25 uH; 39-turns #16 wire, 


ie dual section, 
, sill per section; 0.125" air 

4.5 KV peak. Shaft 3/8"L x 1/4" dia; 
5.5x16.3x5.5, 8 lbs. #152-516-2, used 


VACUUM CAPS 


ITT JENNINGS #CVA-7-35 
CERRAMIC VACUUM CAPACI- 
TOR, 3.05 to 7 pf 35 KV 

pk. Shaft 1/2"Lx1/4" dia; 
ofa 423Lx3" dia, 5) Ubseshe UNUSED, 


#USLS-465-5, 7-465 pf 5 KV w/ eno 
for 1/40 (diva shafts) 5)./5)xcesame Used, 


#CSVF-500-10, ceramic 12-500 pf 9 KV pk-w 
65 A max; 7.9"Lx3.5" dia, 6#. UNUSED, $ 


SIGNALING SPEAKER AS- 
SEMBLY for intercom- 
PA; includes 8" dia 
cone w/3" dia magnet, ( fr 
12.9" dia white ceil- —@y.@ 
baffle & 70.7 V line 2 
transformer rated 0.5/ 
1/2/5 watt 81/84/87/90 DBA Ta60" 4000 Hz. 6 
lbs sh. Soundolier #945R, NEW, $9.95 


VARIABLE XFMRS 


VARIABLE TRANSFORMERS in- 
>put 120 VAC 60 Hz; output 
r 0-120 V and as noted. NEW 
STACO #501, 0-140 VAC 5 
amps 0.7 KVA; with knob re. rey : UN VaR A LA 
and dial plate. 4.3x3.8x4.3, 6 Ibs: $39.50 C-647 SPEAKER BOX , oc: dda cheba 
OHMITE #VT2X, 0-130 VAC 1.75 amp; no knob or EL 
dial plate. 2.8"Hx3" dia, 3 lbs sh. $18.00 


_C-847 SPEAKER CONTROL 
BOX, originally part 
of VRC-19- VHF radio set 
but with 8 ohm 4" speak- 
er, C-847 is usable in a 
variety of audio commun- 
ications applications. 
Has Speaker ON-OFF, Vol- 
ume, Squelch and xmitter Preset Freq polect 


for VRC-19. Aluminum cast; flanges for wall iz j 
mount. 5x7.5x2.3, 8 lbs sh. Unused, $18.95 R6-214 COAX 


High quality 35 foot 


7 Nenines or Kilovaes 26 ¥ ' 
2] . .. coils; removed from equipment 
(> #RE1E-26N591, 2 KV peak 8 amps 
nae cont. 920 ohm coil; solder 
“ae inals, 1.8"Hx0.6" dia, $22. 


#RJ1A-26N323, 3.5 KV pk, 18 A AC/DC 
ohm coil; solder term, 1.3"Hx0.8" 


LAMBDA POWER HYBRID VOLTAGE 
REGULATOR device provides 
highly stable output of 15 
VDC 15 amps max from input of 
40 V max and load variance to. 
20 amps. Line regulation: 0.15%, load: 0.2%. 
Features low noise and thermal isolation 


construction and remote programming & sense. MET ERS en abe lengths of RG-214 coax as 
2.5x0.9x2.1, 1 lb. #LAS-5125-005, NEW $14.95 ; with type "N" coonnectors. Sie 
ees ae Replaces RG-8 and features silver-tir 
- : conductor and double shield for supe 
a d ata : 
RES | STORS 0-30 AMPS DC MODUTEC (a) 3.8x2.8, $12.50 performance. Military-surplus; : 
#RG-214-35, unused, $22.95; 2 for $ 


0-50 ADC BURLINGTON 431 (b), 3.5" rd, $12.50 
0-80 A DC FS=50 mv (shunt required) PHASO- 
TRON black face (c), 3.5" rd, $8.00 
FS=50 UA 0-150 scale GE 162 (d) 3.5x3.5, $8. 
FS=100 UA O-1 Soe bS7 Estee (a) 3x2).3); Sie 


| - to 


500-0-500 UA DC, Gererere 320GL (ys bezel 


DALE & OHMITE LOAD 
RESISTORS, new: 
WATT OHMS % MFG # SIZE PRICE 
55 4 5% Dale HE=55 325" Uxil.5" $2.00 
95 £5 5% Dalle (Hi=95 oie se bx do ibGyars) 
100 200 5% Ohmite 6.3) ExOR Si diva n1..00 
ibis 2K GoLxtsae “dian ae do 
PAC) af Ohmite 270 10.5"Lx1.3" dia $6. 


GE SILICON Meee 


AB-652 ANTENNA BASE, used with GRC 
similar HF radios and accepts MS-116, ‘ 
and 118 mast sections. Designed for rugged 
use, it has 4"Lx3.5" dia molded su 
lator with 8.3"Lx1.3" dia rubber ; 
tion above. Antenna wire terminal 
at bottom. Fits 1.9" dia mount hole 


aaa = 5 opening size 3. 9x2.3, $8.00 : 
GENERAL ELECTRIC SILI- main ee 0-30 VAC GE DW-91 (d) 2.8x2.8, $8.00 thick max. O/a OO Lig a6: lbs. Used, 
CON COMPOUND, all-purpose dielectric grease; | 0-50 VDC PHASOTRON (g) 1.8x1.8, Pee | ones Ue Uae MAST SECTIONS 9 
protects against shorts due to moisture that 0-150 VDC BURLINGTON 431 (b) 3.5" rd $7.00 


might occur in cable connectors or similar 
use. Good rubber lubricant for seals & gas- 
kets. 8 oz/227 g tube; #G-623-JC288, $5.95 


0-200 VDC WESTON 2041 (f) 4.5x4, $12.00 
0-20 KV DC FS=1 MA, black (c) 2.5" rd, $7.00 


0-15 KW FS=100 UA SIMPSON (h) oe 23 aay $8.00 
ee KKK KKK KOK KR RK RK * 


0-15 VDC & 0-12 AMPS DC ASCaun anene cane 
3.5" dia sealed with shunt. USED, $20.00/set 


COMPUTER GRADE 
1400 MF 460 V Rowstatwwrrn, 
VDC surges; 5.5"H 


x2.5" dia, 2 lbs. $6.50 each; 10 for $50.00 


AT-413/TRC DIPOLE ANTENNA for 225 
MHz, originally part of large a 
T-top elements extend 3" on eac 
to adjust reception; 20" max w: h. 
Mounting flange movable to adjus 

height; type C RF connection on 
15.5"H, 6 lbs sh. Used, $15. UNUS 


J-2101 TELEPHONE 

‘a é She JACK STRIP, 24 
pairs of phone plug receptacles with metal 
frame and 4 row x 26 terminal block on rear. 
2.8x19x16, 14 lbs sh, UNUSED, $22.95 


$92-P38 


ARC-| VHF TRANSCEIVER fm RFL AC-DC CAL STANDARD 


RT-18/ARC-1 AIRCRAFT 
TRANSCEIVER, late WW-2 
designed radio covers 
100 to 156 MHz AM oper- 
ating on 10 preset 
erystal channel fre- 
quencies (crystals not 
available); 9.72 MHz IF. 
Has front switches for : ; 
ANTenna, TRANSmitter, RECeiver, monitor 
switch OSC-MIX-DRIVER-PA-PA-MOD, SENS adjust 
and Squelch. Also SO-239 ANT connector}; 
jacks for Phone, Mic, and Meter. Requires 26 
VDC and 300-360 VDC usually supplied by DY-9 
or DY-10 dynamotor. With tubes 2/832, 2/12A6 
17/6AK5, 2/6C4, 2/636, 2/6V6GT; 9x10.9x24.4, 
46 lbs sh. Used, less dynamotor, $85.00 
DY-10/ARC-1 DYNAMOTOR, 13/26 VDC, used, $10. 
MANUAL for ARC-1, partial repro, $17 w/set 


TMC ANTENNA TUNE SYSTEM 


RFL 829G AC-DC CALI- 
BRATION STANDARD, 
latest RFL model for 
AC-DC measurements 
shown on 5-digit LED 
readout. As Calibra- 
tion Source, AC-DC 
ranges 0.1, 1, 10, 1000 VOLTS +40% overange; 
0.0001 to 10 AMPS in decade steps +40% over- 
range; 0.01 to 10M OHMS in decade ranges. 
Accuracy for voltage & current readings less 
than +/-0.1% of indicated; for resistance 
less than +/-0.2%. Ranges and accuracy as 
Measurement Standard are same as cal-source. 
Also controls DISPLAY Std Cel1-Zero-Ohms-Cal 
-Read, FREQ 50-60-400-1000 Hz, COARSE, MED/ 
FINE vernier and READOUT Print Command-Norm- 
al-Hold. Requires 115 VAC 50-400 Hz; 10x20.6 
x22, 110 lbs sh. Used-reparable, $995.00 

++ te teteteeteete eee terete tet t 
RFL 829, earlier version of above using pan- 
el meters rather than LED readout; ranges to 
2K VDC, 1500 VAC, 20 amps AC-DC with +/-0.5% 
full scale accuracy. No resistance scales. 
22.8x2.x16.5, 200 ibs. Used-reparable, $350. 


| TECHNICAL MATERIEL CORP ATS-2B REMOTE ANTEN- 
/NA TUNING SYSTEM matches the output of 1000 
| watt 2-30 MHz transmitter with 50 ohm output 
: | impedance to a 35 foot whip antenna; VSWR 

| <2.5:1. Manually-tuned system includes an- 
Mi euna tuner, monitor control, and direction- 
i al coupler. TU-2B tuner uses variable tapped 
1, motor-driven roller inductor, variable 
> capacitor and ferritecore auto transfor- 
r to resonate antenna. Components housed 
in 20x19.3x12.5 fiberglass case with access 
| lid. MCU-2A monitor has special dual-needle 
| meter that indicates forward and reflected 

| xmitter power plus VSWR at needles’ inter- 
section. Switches control motors in TU-2B 
tuner. CU-2B directional coupler calibrated 
| for 50 ohm coax line and has HN connections. 
Requires 115/230 VAC 50-60 Hz; 75 lbs. (UPS 
in 2 pkgs.) UNUSED w/book & cables, $295.00 


R-l|1A RECEIVER 


R-11A AIRCRAFT RECEIVER, 190 
to 550 KHz AM continuously 
tunable, but does not have 
dial; designed to be tuned 

" remotely using control box 

; . with MC-215 flex spline (not 

available). 85 KHz IF; has binding post and 
BNC antenna connections on front plus con- 
nections for power input and control. With 
tubes 2/14A7, 14S7, 14R7, 14F7, 12A6. Part 
of ARC-Type 12 radio family which replaced 
ARC-5 Series. 6.5x5x11.8, 15 Ibs sh. 
Used, $17.95; Gov't-Reconditioned, $29.95 
D-10 DYNAMOTOR, used, $5. Schematic, $2.00 
t++eeteteteteereteteterteteeeet te 
DM-32 DYNAMOTOR for ARC-5 Rx, 28 VDC input 
for 230 VDC 60 ma output; 4#. UNUSED, $15. 


ATTENUATOR 


TS-402 VARIABLE ATTENUATOR 
makes gain measurements on 
voice and carrier freqency 

eh equipment. 600 ohm input 
and output impedance. Attenuates 0 thru 81 
DB in one DB steps. Input power 0.2 watt, 
0.5 W for short periods. Frequency 0-100 
KHz. 5x6.8x4.1, 7 lbs sh. Used, $24.00 


8B KW 60/60 TO 400 HZ 


“= UNITRON 5 KW 3 SB POWER 
- FREQUENCY CONVERTER, in- 
put 120 VAC 50/60 Hz 3 @ 
produces output 120 VAC 
400 Hz 5 KVA; 0.7 power 
factor, 0.7 lag. Has 
three 0-20 DC ammeters 
Hj for 8 A-B-C and 0-150 AC 
: voltmeter to monitor in- 8 c 
put or output. Also 3.5" : HEWLETT-PACKARD 206A 
| di er and 380-420 Hz 9-reed freq- BC - ‘434 CONTROL D) AUDIO SIGNAL GENERATOR, 
-| meter; controls Voltage & Current Adjust. designed for low 0.1% 
| 17.5x19x25, 250 lbs. Used-reparable, $750.00 distortion and covers ; 
20 Hz to 20 KHz in three’ 
decade ranges. Output . 
+15 DBM into 50, 150 o. 
600 ohms; approx 10 V selina ean i 
into open circuit. Has Output Meter with 
scales -5 to +15 DBM and 0-4.5 Vrms. Maximum 
attenuation 111 DB using decade attenuators 
0-1.0 DB, 0-10 DB, and 0-100 DB. Also Ampli- 
tude adjust control; w/14 tubes including 
two 6L6GB. Requires 115/230 VAC 50-1000 Hz; 
12.8x20.8x15, 65 lbs. Used-reparable, $125. 
Manual f/HP-206A, partial reproduction, $10. 


BC-434 CONTROL BOX part of 

WW-2 SCR-269 radio compass 

system and used to select and @ 

“= ¥i YY | f tune frequency bands 200-410, | 
AC INVERTER 410-850, and 850-1750 KC for aes : 

: EE i ; BC-433 radio compass receiver. Also has Tune 

a mers ; pets : meter and other functions; requires MC-124 

eke ee aa! flex spline for tuning receiver and 28 VDC 

x ree P/o military AN/ i power. 7.5x7.5x4, 6 lbs sh. Unused, $20.00 

'TTC-38 but tech info and “& FT-224 MOUNT for BC-434, unused, $5.00 

|mating connectors not ’ MC-124 FLEX SPLINE, 20" length, 3#, $6.00 

| available. Nest t.ho. 43 

|lbs. #SMA-744038, Gov't-Reconditioned, 


$65. 


COMPASS INVERTER 
DC to AC INVERTER designed for VLF FREQ EXTENDER 


use with aircraft instruments 
such as radio compass indica- 


FIED SPEAKER 


AM-4979/GRC SPEAKER-AUDIO AMP, 


CV-2353A FREQUENCY CON- 


tors. Input 24 VDC amp; ae . & VERTER adds VLF range 
f t di f R-442, 4 ie & 
[Loree Aan Siinte output 26 VAC 400 Hz 1 @ 6 VA; 3.3x3.8x3, 8 @ ©) 100 Hz to 2 MHz to 
RocaticnsmeConncctdonntorMeso lbs sh. Pioneer #12117-6, unused, $16. 95 wove TS-1379A spectrum analy- 
mic or H-189/250 handset allow ’ eT oe RE Ie 


2 MHz 1s mixed with externally supplied os- 
BC-610 TUNING UNITS cillator signal in 2.5-4.5 MHz range to pro- 
duce 2.5 MHz output. Also MHz oscillator 
output. Input 0.01 to 3 Vrms 600 ohms bal- 
anced; 600/75 ohm unbalanced. Ouput 0.01 @ 
min attenuation. 115 VAC 60 Hz; 8.x19.5x6.6, 
22 lbs sh. Used-reparable, $75.00 


remote keying of transceiver; 
also 6 ft cord w/U-229 plug. 
aewahnites 24 VDC; can be modified for 12 VDC. 
Schematic inside. 5.6x5x3 + 2" top mtg bolt; 
4#. GOV'T RECONDITIONED, $45. Power Plug, $6 


| CX-12195A Y-CABLE, 6 ft with 5-pin connector 
— (MS3116-14-5s) to fit U-383/PRC DC-DC con- 
verter, 4-pin connector (MS3116J-8-4P) to 
Bas AM-4979 speaker-amp and 3-pin conn 

| (SC-D-339543) to fit MX-7777 suppressor. 

3 Ibs sh wt. Unused, $12.00 

Retee tet tt tt tt + ht Oh et Ee EE 
| AM- 4949/U AMPLIFIER, a micro- 
phone amp in vehicle intercom 
systems using VRC-12 series 

| radios. Usable with M-80 mic, ee 
H-189/250 handsets, H-161 a. 
| headsets or similar. Has two 
connections for U-229 plug, : ; ; 
Volume, ON-OFF, and power light. Requires 28 
vpc; 4.5x4.5x3, 5 Ibs sh. UNUSED, $19.95 


PLUG-IN TUNING UNITS 
for BC-610 xmitter; 
provides tuning for 
RF oscillator, buf- 
fer-doubler and in- Y™ 

termediate power amp. With variable capaci- : aah is 
tors, switches, etc. 2.9x9x5, 4 lbs. USED: LIMITED SUPPLY HF RADIOS 
TU-49, 3.2-4.0 MHz range; variable caps 7-99 
& 9-143 pf 600 V, 7-100 pf 800 V. $16.00 
TU-54, 12-18 MHz range; variable caps two 
9-143 pf 600 V, one 8-150pf 1000 V. $15.95 


ae PREMIUM RADIO EQUIPMENT, only 2 
or 3 each type available! Subject 
to prior sale! WRITE for info! 

Por ot pet Wet eh at Pe Wea JAG at oe er det Sat 


ed : HARRIS RF-270-5A 1 KW HF-SSB 

4, OO i VERT EI PA i d 3@ TRANSCEIVER, 2-30 MHz USB-LSB-AME 
400 WZ INVERTER PARTS -CW-FSK in 100 Hz increments; 
uses two 4CX1500B in PA. Includes 
RF-551 Preselector, RF-2305 Re- 
ceiver-Exciter, RF-205-01 Inter- 
face, RF-110A RF Amp, and RF-124 
230 VAC Power Supply. 70x23.3x24, 
750 lbs. UNUSED w/manuals, $5500. 

e * kK KKK KK KR KK KR KOK 
COLLINS 651S1 HF RECEIVER (see 
our 1991 Catalog Supplement), 38 
lbs; used-checked w/book,. $1450. 
651S1 with 20 KHz VLF option board, $1650.00 

Pie St ear ae ee Pe ee ee eee ee ee ee ee ee ee eee fe ee Jee 
COLLINS HF-8050 (see WS-92 Catalog, page 36) 
w/ -009 option of Variable Offset BFO, $1700 
MANUAL for HF-8050 (thru option -005), $85. 


yj MOM ME 


400 HZ INVERTER COMPONENTS re- 
moved from a 1500/2500 watt in- 
termittent three phase inverter; 
makes a good foundation for 
28 VDC to 115 VAC 400 Hz 
500 watt 1 @ inverter. Our 
kit includes the oscillator 
feedback, driver, output, & 
regulator transformers, two 
saturable reactors, and 
schematic and circuit information. You will 
have to add transistors, resistors, capaci- 
tors, and heatsinks to suit your desired 
power level; 8 lbs. #KIT400HZ-500W, $59.50 


DY-79/PRD-1 DYNAMOTOR POWER 
SUPPLY, designed to power 
R-395/PRD-1 DF receiver from 
24 VDC 7 amp power source. 
Owtputise+1.3 Vis +6 Vy +8 Vv 
and -6 V. With tubes 6AK5, 
2/12AU7 & two ballast 5624. 
22 lbs sh. Gov't-Recond, $75.00 


10x14x16.9, 
j $92-P39 


-P USM-336 O-SCOPE 


_ AN/USM-338 OSCILLOSCOPE mil- 
,itarized version of Hewlett- 
)) Packard 1707B solid-state 
'dual-trace scope has DC re- 
/sponse to 50 MHz and 6x10 CM 
display. Deflection: 5 mv to 
j 20 V/div in 11 ranges 1-2-5 
: * sequence plus vernier to 50 
v. Modés CH Ae +B A-B ALT, Chop, and A+B. 
Sweep: 0.1 usec to 2 syaiv in 22 steps, ver- 
nier to 5 sec. Delay: 0.1 usec to 0.2 s/div, 
vernier to 0.5 sec. Input: 1 megohm shunted 
by 30 pf. Calibrator 1 KHz squarewave, 1 V 
p-p. Also X10 Magnifier and Beam Finder. 
Mounted in transit case with front cover and 
manual copy; probes not included. Requires 
115/230 VAC 48-440 Hz; 10.3x13x20, 42 lbs. 
Used-reparable, $225.00; Checked, $350.00 


TEK 0 OPERATIONAL AMP 
TEKTRONIX TYPE O OPERATIONAL 

PLUG-IN AMPLIFIER, for TEK 535 

545/547, 551/556 and related 

o-scopes. Performs integration 
differentiation, function gen- 

eration, linear and non-linear 
amplification. Contains two 

op-amps and display amp. Open- 

Loop Gain 2500 min; bandwidth Veer +2 2 
MHz. Internal Closed-Loop Bandwidth >750 KHz 
Selectable Input and Feedback 10, 100, 200, 
500, 1000 K-ohms; 10, 100, 1000 pf 0.01, 0.1 
1 mf. Display amp deflection 50 mv - 20 V/cm 
in 9-steps, 1-2-5 sequence; vernier to 50 V. 
Input 1 megohm shunted by 47 pf. 6x6.8x10, 8 
lbs. Used-reparable, $85. MANUAL, repro, $15 


VU-DATA MONITOR OSCILLO- 
SCOPE MODULE without power 
-supply but is good mini- 
scope foundation project. 
Has small 50 X 45 MM screen 
and DC to 2.5 MHz +/-1 DB 
response, 
AC or DC deflection 50 MV to 10 V/div in 8 
ranges, 1-2-5 sequence. Input impedance 1 
Megohm shunted by 100 pf. Sweep 2 us to 20 
ms/div in 5 decade ranges; auto-trigger 10 
Hz to 5 MHz. Front trimmer controls for VERT 
& HORIZ position, FOCUS, INTensity and AC/DC 
switch. Requires +8, -8, +120, -1170, -1245, 
-1200. VDC, AND 6.3 VAC. 3.5x2.4x15.8, 3 lbs 
sh. #VU-1220A, used w/schematic, $19.95 


RYCOM VOLTMETER-RECEIVER 


RYCOM 3131 SELECTIVE soc 

VOLTMETER, transis- | 

torized unit covers : 

bands 1-300, 300-700, | 

and 700-1500 KHz USB-- 

LSB-AM. Usable as VLF 

receiver over range 

without external pre- i. : ; 

amp. Has DB voltmeter aah itentetor scale 
-80 to +20 DB in 10 DB steps or 0.0001 to 10 
Vrms in 10 ranges 1-3-10 sequence. Input Se- 
lector: Balanced / Unbalanced 75, 15, or 600 
ohms plus Calibrate position. Selectivity 
2.5 KHz (Monitor) or 250 Hz (Measure). Power 
Select 115 VAC 60 Hz or 12 VDC 65 MA battery 
(not available). Also Headset jack, Audio 
Level control, and rackmount flange. 10.5x19 
x8, 20 lbs sh. Used-reparable, $225.00 


ARC-105 HF TRANSCEIVER 


RT-712/ARC-105 HF AIRCAFT 
TRANSCEIVER, pressurized 
fa version of Collins 618T2 
, (pictured); modules inter- 
Sm? | changeable with 618T2's. 
S Covers 2.000 - 29.999 MHz 
SSB-AM-CW in 28000 chan- 
nels. Output: 400 W SSB 
PEP, 125 W AM-CW using two 4CX250FG's in PA. 
Selectivity: 2.85 KHz SSB, 6 KHz AM. Front 
switch and meter monitor internal power}; 
separate control box needed for channel se- 
lect. (Control & connectors not available.) 
Requires 115 VAC 400 Hz 3 #1 KVA & 1 # 160 
VA; also +27 VDC 4.5 amps. With schematics. 
9x13x24, 70 lbs sh. Used-reparable, $495.00 


$92-P40 


usable to 10 MHz. 


CLASS C POWER AMP 


CLASS C POWER AMPLIFIER re- 
moved from T-195/GRC 100 
watt transmitter; uses 
4X150D tube to cover 
1.5 to 20 MHz in ten 
bands using variable 
and fixed capacitors, 
switches, and 400 Hz 
servo motor. Chassis 
also has discriminator 
and servo amp. Requires -1000 VDC modulated, 
-250 VDC, -45 VDC & 115 V 400 Hz for motor. 
W/tubes 4X150D, 5751, 6AQ5, 5763 and schema- 
tic. 9.5x8.5x6, 15 lbs. PA/T195, used, $45. 


COLLINS 1808! TUN 
180S1 ANTENNA TUNER, manu- 
ally-controlled 1 KW pi 

network tuner for 3-30 MHz 

range. Includes UCSL-500 

4-500 pf vacuum variable 

capacitor, 26-570 pf air 

variable capacitor, and 15 © 

uH roller inductor. Con- 

trols for ANT OUTPUT C, 

COAX INPUT C, SERIES COIL. Also SERIES or 


SHUNT input terminal + two 500 pf capacitors 


for shunt. 10.5x7.8x11.5, 16#. Used, $200.00 


JROANWELL HEADSET| 


ROANWELL HEADSET with BOOM 
MIC, similar to military 
aviation H-157/AIC except 
has push-to-talk switch with 

built-in mic amp & headphone 
gain control. Also 4.5"x.5" 

y vinyl-covered cushions and 
72" coil cord with 3 cm dia 
5-pin connector. Requires 


12-24 VDC; 4 lbs. #533-010-004, UNUSED, $60. 


AT-249/GRD HOMING ANTENNA 

for use with RT-196/PRC-6 
walkie-talkie. Fold-out 

handheld diamond-shaped loop 

tunes 47-55.4 MHz. Has 4- 

step attenuator, Norm-Sense se- 
lect, and 48" BNC cable. Includes 4 
CW-204 carvas bag and manual. t 
O/a 20.3"Hx14.6"Wx3.5"D; collaps- % 


es to 11x5x4 size, 8 lbs sh. Unused, $27.50 


=I =, AUSTRON MODEL 2021L LOOP 


ANTENNA, shielded 33x33" 
: loop tuned to 100 KHz; 
100 KHZ 
LOOP 


usable for VLF and loran 
C reception. Impedance 
50 ohms with external 
BNC connection. Includes 
flange for 3.5" di pipe, 
100 ft of RG-58 coax, 
and manual; 1988 mfg. 10 
Ibs sh. NEW, $89.50 


TN-339 ANTENNA TUNER, intended 

for use with T-368 AM xmitter. 

Two 100-turn counter dials 

"tune" 2-10 and 10-20 MHz; an- 

other 100-turn counter adjusts 

coupling. Has ceramic variable 

inductors 103, 14.3 and 6 uH. 

Also fixed vacuum capacitors 12 pf 32 KV and 
50 pf 20 KV, plus 3.5" dia 0-15 RF ammeter. 
11.x14.5x2.5, 60#. GOV'T-RECONDITIONED, $175 


HEWLETT-PACKARD 612A UHF- GENER- ¢ 

ATOR, 450-1230 MHz AM-CW-Pulse ic) i 

in one band. Output 0.1 uv to | gees 

0.5 V into 50 ohms. Internal 

modulation 400 or 1000 Hz; in- & 

cidental FM less than 0.002% at 

30% AM. Requires 115/230 VAC 

50-400 Hz. 13.5x16.5x21.5, 63 sie 

lbs. Used-reparable, $295. MANUAL repro, 
HP-612AR, rackmount version of above, $325. 


GRID DIP M 


AN/PRM-10 TEST OSCILLATOR 
grid dip meter deter- 
mines resonant fre- 
quencies of tuned 
circuits or frequen- 


cy of RF signals. 


Uses seven plug-in 

coils covering 2 to 

400 MHz in ranges 2-5. 

5-10, 10-22, 22-45, i 

45-100, 100-250, and & a 
250- 400 MHz. External AM abeug 


in earphones. Includes coil 
power supply, & case. 

Hz; 8.x11.5x5.5, 22 lbs. Used-: 
Checked, $135. BANE par 


UNIVERSAL BRI D 


ZM-30/URM-9: 
CAPACITANCE 
BRIDGE, 
ranges: 


0.02 to 1000. Frequency rene 

1 KHz internal oscillator. Us 

as internal detector for AC m 
galvanometer for DC measurem 
115 VAC 50-60 Hz; 10.5x11.5x1 
Used-reparable, $95.003 Ch ke 
MANUAL, partial reproduction, $1 


URM-25 RP GE! 


AN/URM-25 SIGNAL GENERATOR | 
with accessories; covers 

KHz to 50 MHz in 9 bands. 
Output to 100K uv into 50 
ohms. Modulation 0-50% 400 _ 
or 1000 Hz; internal 1 MHz © 
calibrator. Includes MX-14! 
impedance adapter, SM-35 a 
attenuators CN-223-224, 
repro. Requires 115 VAC 60 Hz 
52#. Used-reparable, $90. Che 


_  HEWLETT-PA 
» ANALYZER, 
lective vo 


tude ranges” 10 uv to 100 Vv 
steps. AFC: dynamic hold-in : 
100 KHz; tracking 100 Hz/sec. 
jack and is operable as VLF 
quires 115/230 V 60 Hz; 10 8) 
Used-reparable w/manual, 


COAXIAL 


2 lbs sh. Weonsee #M1460-22, 


AMPHENOL 115 VAC TRANSFER nee 
100 watts max; 
solder terminals. 


ee *€ *€ * € KK KR KK : 
ae onde Heat Se 
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